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*l . Attention 



Please read through this manual carefully before using the StyleCam Pro and follow the 
instructions to avoid damage caused by improper operation. 

1-1 Safety Precautions 

The software CD-ROM packaged with the camera is designed for PC only. To play this CD- 
ROM on a stereo or CD player may damage it. This camera is a precision electronic 
device. Do not attempt to service this camera yourself, as opening or removing covers may 
expose you to dangerous voltage points or other risks. Do not expose this camera to direct 
sunlight. 

1-2 Operation Caution 

Please handle the camera with care, and avoid using or placing the camera in the following 
locations: 

Damp and dusty places 

Sealed vehicles or places exposed to direct sunlight or places subject to extremely high 

temperatures or heat 

Violently turbulent environment 

Locations full of smoke, oil fumes or steams 

Locations subject to strong magnetic field 

Raining or snowing environment 

Additional Precautions 

Do not open the battery cover when the power is turned ON 

If water has entered the camera, immediately turn the power OFF and remove the 

batteries 

Camera Maintenance 

- Clean the lens, LCD screen and viewfinder with a soft cloth, or a lens brush 

- Gently wipe the dirty surface area with the soft cloth 

- Do not touch the lens with your fingers 

- Do not use any detergent or volatile solution when cleaning the camera 

- Use a dry soft cloth only 

1-3 Battery Information 

• Use only AA alkaline or rechargeable NiMH batteries. 

• Always replace batteries with two new or freshly charged batteries. 

• Do not use batteries that are leaking, corroded, or damaged. 

• Do not attempt to recharge non-rechargeable batteries 

• When charging rechargeable batteries, use a battery charger specifically designed 
for the type of battery. If the charger is designed to accommodate multiple battery 
types, be sure to adjust its settings to match the type of battery you are recharging. 

• Remove the batteries from the camera if you are going to store the camera for 
extended periods. 



1-4 Package Contents 

Please check to make sure that all items 
below are included in your StyleCam Pro 
package. 




Software CD Wrist Strap 2 x AA Batteries 




StyleCam Pro 
Quick Start Guide 



USB Cable Quick Starte Guide 
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2. Getting to Know Your Camera 





) LCD screen 

) Display button 

) Mode dial 

) Status LED 

) Macro mode LED 

) ENTER button 

) Multi-select button 

) Strap holder 

) Flash button 

0) Battery/memory cover 



2-2 System Requirement 

Please refer to the minimum system requirements for the StyleCam Pro before connecting 
your digital camera to the computer. We recommend that you use a computer system that 
exceeds the minimum requirements in order to utilize the camera at its optimum efficiency. 
The minimum system requirements for the StyleCam Pro is as follows: 



System Requirement 


OS 


Microsoft Windows 98/98SE/ME/2000/XP 


CPU 


Intel Pentium 166MHz or higher 


RAM 


Minimum 64MB memory or above 


CD-ROM 


CD-ROM drive 


HDD 


90MB of available hard disk space 


Other 


USB port 
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3. Controls St Display 



Monitor 



16-bit color display or higher 



3-1 LED Indicators 

Please refer to the follow diagram for the camera's LED indicators located on the top of LCD 
screen: 



Standby/Busy 
(Red LED) 



Macro Mode 
(Green LED) 




LED Status 


Description 


Red 


On 


The camera is busy, please wait until it turns OFF and then 
proceed to take a picture 


Blinking 


Camera is powered on and is in standby mode 


Green 


On 


Macro mode is ON 


Off 


Macro mode is OFF 



3-2 LCD Monitor Display 




4> 



(1) Image resolution 

(2) Image quality 

(3) Current working mode 

(4) Memory card loaded symbol 

(5) Number of pictures taken 

(6) Self-timer is enabled 

(7) White balance status 

(8) AM/PM indicator 

(9) Time indicator 

(10) Date display 

(11) Battery power indicator 

(12) Zoom level indicator 

(13) Flash status 



3-3 Power Control 

The image below shows the lens cover of the StyleCam Pro. It is also the power switch. To 
turn the camera's power to ON, slide the lens cover towards the left gently. The red LED will 
blink and you will hear two beeps to confirm that the camera is ON. 
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To turn the camera's power to OFF, slide the lens cover towards the right gently, and the 
camera will be OFF. 




Note: If you do not use the camera within one minute (60 seconds), the camera will 
automatically power OFF to save power. To restart the camera, you can press the "Display" 
button, located beside the LCD screen on the back of the camera. 



3-4 Shutter Button 



This camera is designed for 2-step shutter function. A "[ ]" mark will appear at the center of 
the LCD monitor when you press and hold the Shutter button half way down. This will focus 
on the subject. To take a picture, press the Shutter button down fully and then release it. 
The camera will beep twice to confirm that a picture is taken. The first beep is when you 
press the Shutter button all the way down. The second beep is when you release the 
Shutter Button. Please wait until you hear the second beep before moving the camera. 
Otherwise, your picture may be blurred. 

3-5 Mode Dial 

You can select the shooting mode by turning the Mode Dial shown below. There are five 
modes on the StyleCam Pro that you can choose from. 

PC - PC Mode 
O- Still Capture Mode 
□ - Playback Mode 
It - Movie Capture Mode 
sn - Setup Mode 





3-6 MENU/OK/MULTI-SELECT Button 

You can perform different operations in the different modes by using the button shown below. 
(E.g. select, confirm, move forward, etc) 

Arrow up 
Arrow down 
Arrow left 
Arrow right 
Center MENU/OK 
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3-7 Flash Button 

You can use the flash while taking still images using the Still Capture Mode. Press the Flash 
button to select the desired flash mode. There are 3 modes you can choose from: 

Auto — > Automatic flash is enabled 

Auto and red-eye reduction — > Automatic flash with red-eye reduction is enabled 
<D Forced OFF Flash is OFF 

3-8 Display Button 

The Display button (shown below) will work in the Still Capture Mode. Press the Display 
button to toggle through the LCD display options: Standard -> Full Display -> Image Only -> 
LCD Monitor Off -> Only Operation Settings -> Standard 




The Display button also functions as a power ON button while your camera is automatically 
shut off after 60 seconds of inactivity. At this stage, you don't need to slide the lens cover 
close and open again to turn on the camera's power, you can simply press the Display button 
once, and the camera will "wake up". You can also access the Playback Mode to view your 
pictures and video when the camera is switched to the OFF position. 

3-9 Macro Mode Button 

The macro mode allows you to take up close pictures. To access the macro mode, simply 
slide the Macro Mode button (shown below) downward. The Macro Mode button is located 
on the right side of your StyleCam Pro. When you select the Macro Mode, the green Macro 
mode LED will flash. To switch back to the normal shooting range, slide the Macro Mode 
button up to normal mode. 



Normal 
Macro 




Note: The camera will automatically set the flash to OFF position when you select Macro 
Mode. 
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4. Mode Selections S. Menus 



4-1 Still Capture Mode O 




Icon meaning: left to right clockwise: 

• Image resolution 

• Quality setting 

• Still capture mode 

• Memory card 

• Picture counter 

• Self-timer 

• White balance 

• Time/Date 

• Battery level 

• Zoom level 

• Flash mode 



The diagram below shows you the steps in setting the image resolution before taking your 
pictures. 



I280 0 OQOOO 




4-2 Playback Mode □ 




Icon meaning: 

(1 ) Number of pictures taken 

(2) Battery power indicator 

(3) Camera mode selection 



The following diagram shows you how to use the quick buttons for deleting pictures or 
video and how to play a slide show of your pictures. 

Delete pictures 



Delete 




DFOF 




Auto P 


lay 


Mi :6xit 




[■]: Bet 


[AT]:5el 




Delete 




Delete One 


Delete One 




Ok 


Delete Alt 




Cancel 


Cancel 






[ < i :Exit 




14 i :Exit 


[■]:Set [*ti:56| 


4— 

ol 


[■]:5et (ATiSel 


°1 to 






Delete 




Delete All 


Delete One 




Ok 


Delete All 




Cancel 


Cancel 






[«] Exit 




[ < i : €x it 


[■]:5et [*»]:Sel 




[■]:Set [*Ti:5el 









Play a slide show 



Delete 
DFOF 
Auto Play 

i < ' :Gxit 



[■]: Bet tATiiSel 



Start auto play 



4-3 DPOF (Digital Print Order Format) Settings 

With DPOF you can select whether to print single image, print all images, or print pictures 
with or without the time/date stamp on the picture. Please note that the DPOF feature is 
only for those pictures saved on a memory card. DPOF feature will not work for images 
that are saved on the camera's internal flash memory. If no memory card is inserted, the 
DPOF is disabled. The following diagram shows you how to use DPOF with your StyleCam 
Pro: 




NEXT 
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4-4 Movie Mode tt 




(1) Movie Mode 

(2) Movie time elapsed (in seconds) 

(3) Recording movie 

(4) Battery power level 

(5) Time/Date indicator 



4-5 Setup Mode 



Image Resolution 



Resolution 

Quality 
Self Timer 



[■i:Set CATiiSel 



=1 u 



1600x1200* 




1280x1024 




640x480 






Resolution 




Rcsol ution 


isooxiaoo 

640x480 




isooxieoo 

I2BOXI024 

S40*4S0 




isooxiaoo 

I2BOXI024 
6-40x480 


[11:6x11 


O 


[ ii :€xit 


O 


[ ii :€xit 


[■I: Set -»»'Sfl 


0 


[■j:Sst ii»i:Sel 


O 


[■j:Sct ii»i:Sel 



* Interpolation through camera firmware. 
Image Quality 




Quality I 


Fine 
Normal 




1 4 i :€xit 




[■i:Set i*»K5e 





Self-timer Feature 




[■]; Set [*T3iSel 



Self Timer 



On 

Off 



[ i ] Exit 



[■i:Set lATi:5el 



Self Timer 



On 
Off 



Exit 



8 



White Balance Options 



SETUP 




White Balance 




White Balance 


Self Timer 
Wh ite Ba lanes 
Exposure Value 




Auto 

Sunny 
Bulb 




Auto 
Sunny 

Bulb 


n 1:6x1 1 ▼ 


O 


£ 4 3 :€xit 


a 


Mi:6xtt 


E«]:Set ia»i:SeI 


o 


[■J:Sst mm 


o 


[■i:5et Scl 



White Balance 



Sunny 

Bulb 

Neon 

[ * i :€xit 



CBKSet 



White Balance 



Auto 

Sunny 

Bulb 

m 6xit 



: ■) Set Mwa: 



Exposure Value Compensation 



SETUP 



Self Timer 
White Balance 
exposure Value 

Mi:£xit T 



C«):5et [*ti:S6| 



-a i o i 2+ 



imi: lit % i*-*v. + - 



-2 I O I 2 + 



OSD Language Options 



White Balance 
Exposure Value 
Language 
<i:Exit T 



[■l:Set [*Ti:Sel 



Language 



English 

Japanese 
Chinese 
[«i Exit 



(■I: Set i*T3:5el 



Language 



English 
Japanese 
Chinese 
1 4 ] :£xit 



mr. Set [ATj^Sel 



Language 



English 
Japanese 
Chinese 
t A ] :€xit 



[■): Set [ATj^Sel 



Date/Time Setup 



Q+1 




0+1 






S€TUP 




Date/Time 




Date/Time 


▲ 

Exposure Value 

Language 

□ate/Time 




2O02/OB/0B 
l3:SO 




2002/0B/08 
l3:SO 


Mi:Exit T 


o 


m Exit 


0 


m:Gxtt 


[■]:Sst tATi:Sei 


o 


E«]:Set iA»i:Sel 


< — 
— ► 

0 





0-1 0-1 
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Reset to Factory Default Settings 



S€TUP 




Default 


A 






Language 




Oh 


Date/Time 




Cancel 


Default 






Mi:Ejtit T 


0 


[ j i :Exit 


[■]:Sct riTiiSel 


o 


[I] Set (AT]:Sel 



Cancel 



■ j:Set [A<r]:Sel 



Format Media 




Format 




Format 


Ok 






Ok 


Cancel 






Cancel 


[ M i :Exit 






Hi :€xit 




— ► 

o 


[■]:Set [ATi:Sel 



Note: If a memory card is inserted, the "Format Media" feature will only format the 
memory, card, and not the internal memory. In order to format the internal memory, 
you need to remove the memory card from the camera and select "Format Media" 
again. 

TV Output 



A 

Default 
Format 
TV 
Mi;Exit ▼ 



[■}: Set [*T):Sel 



o 
o 



TV 




Frequency 


NTSC 




60Hz 


PAL 




SOHz 


[ M i :€xit 


o 


Ml :€xit 


[■j:Sct [ATiiSel 


— ► 
o 


[■j:Set [ATi:Sel 



Light Frequency Options 

You can select the frequency type (50Hz or 60Hz) according to your region. For North America 
and European countries, please set the frequency to 50Hz. For Asia Pacific countries, please 
set the frequency to 50Hz. 



SETUP 


A 




Format 




TV 




Frequency 




1 4i exit 




[■): Set i*Ti:Se 







60Hz 
SOHz 




o 


[ M 1 [Exit 


0 


fBj:Sct [ATiiSel 


0 



Frequency 


50Hz 
n , Exit 




[■l:Set [*ti:Ss 


1 
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. Getting Started 



5-1 Attaching the Wrist Strap 

The StyleCam Pro comes with a camera wrist strap that you can use to hook onto the camera 
and carry it with you everywhere you go. Please follow the instructions and the diagrams below to 
hook the strap into the strap holder. 



1. 




2. Thread the other end of strap through the loop. 

3. Stretch the strap tightly. 



5-2 Inserting Batteries 

Please follow the instructions and diagrams below to insert batteries into your StyleCam 
Pro. 




1 . Power OFF the camera by sliding the lens cover to the right. 

2. Open the battery compartment cover by sliding the cover in the direction indicated 
by the arrow. 

3. Note the battery polarity indication located inside the cover, and insert 2 AA 
alkaline batteries or rechargeable batteries into the slot. 

4. Close the compartment cover by clicking it shut. 



NOTE: 

If the battery power indicator shows only one bar, this indicates that the power is low. 
When the battery indicator turns red, you can no longer take still images or video. Please 
change battery at this time. 



5-3 Inserting and Removing the Memory Card 

Please follow the instructions and diagrams below to insert and to remove the memory card into 
your StyleCam Pro: 
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To insert the memory card: 

1 . Make sure your StyleCam Pro is powered to OFF. 

2. Open the battery/memory cover by sliding the cover in the direction of the arrow. 

3. Insert the memory card in the direction of the arrow shown on the card and press down. 




To remove the memory card: 

1 . Make sure your StyleCam Pro is powered to OFF. 

2. Open the battery/memory cover by sliding the cover in the direction of the arrow. 

3. Gently press down on the memory card, and the memory card will pop up. 

4. Pull the memory card out with your fingers, and then close the cover. 

Special Note on Memory Cards: 

• The StyleCam Pro uses Secure Digital (SD) or MultiMedia Card (MMC) memory 
cards. The supported capacity is: 4MB, 8MB, 16MB, 32MB, 64MB, and 128MB. 

• If you insert the memory card in the wrong orientation, the memory card will not fit 
into the slot. Please remove the card and try again by inserting in the correct 
direction. Forcing the card into the slot will damage your card and the camera. 

• If the camera does not detect a memory card after you have inserted one, you 
may need to gently wipe the metal interface of the card with a soft cloth and insert 
the card again. 

• Before using your digital camera, please remember to insert the memory card into 
the slot. If the memory card is full, you can format the card through SETUP mode. 



v?" There is 8MB internal flash memory built into the StyleCam Pro for saving your 
images and video. However, when a memory card is inserted, the camera will store 
pictures and video on the card first. If you want to store pictures and videos on the 
internal memory, please remove the memory card. 



When transferring images and video from the StyleCam Pro's internal memory to your 
computer, please make sure that the memory card is removed from the camera. 
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Using Your S tyle Cam Pro 



6-1 Setup Mode sn 

The Setup Mode allows you to configure your digital camera settings. The StyleCam Pro 
includes these settings: 

• Image resolution - 1600x1200, 1280x1024, 640x480 

• Image quality - fine, normal 

• Self-timer- on, off 

• White balance - auto, sun, tungsten, fluorescent 

• EV compensation - +/-2EV in 14 step 

• Language - English, Japanese, Chinese 

• Date/Time - set date and time 

• Default - restore factory default 

• Format - format memory card 

• TV output - NTSC, PAL 

• Frequency - 60Hz, 50Hz 

Please follow the instructions below to select your desired settings. 

1 . Turn the Mode Dial U to Setup Mode ehi. 

2. Power ON the camera by sliding the lens cover to the left side. The red LED will 
blink and the setup screen will display on the LCD screen. 

3. Press the multi-select arrow buttons A I ▼ on the MENU/OK Button © to move and 
select the menu items. 

4. Press the ► button to view a sub-menu of that item, and press the OK button to 
make your selection. 

5. To return to the main setup menu from the sub-menu, simply press the 4 button. 

6-2 Still Capture Mode 

6-2a Taking Pictures 

Use the Still Capture Mode to take digital still images. Please follow the instructions 
below: 

1 . Turn the Mode Dial O to Still Capture Mode O. 

2. Power ON the camera by sliding the lens cover to the left side. The red LED will 
blink, and the last picture you took will display on the LCD screen. Otherwise, it will 
show "No images" if there are no picture or video saved on the memory. 

3. View and frame your subject through the color LCD. Hold the camera steadily in 
your hand or place it on a tripod. 

4. Press and hold the Shutter button half way down to focus on your subject. The 
camera will process metering and a yellow "[ ]" will appears in the center of the 
LCD screen. When you're ready to take a picture, press the Shutter button all the 
way down until you hear a beep, and then release it. 

5. The number counter will display the number of images you have taken with the 
camera. 

6-2b Using the Flash 

When there is insufficient lighting in a room or on a cloudy day, you should use the flash to 
take digital still pictures. Please follow the instructions below on how to use the flash. 

1 . Turn the Mode Dial to Still Capture Mode, and press the Flash Button. 

2. There are three flash modes you can chose from: Auto on, red-eye reduction, and 
flash off. 

6-2c Using the Macro Mode 

You can take close-up shots with the StyleCam Pro' macro mode feature. Please follow the 
instructions below: 

1 . Turn the Mode Dial to Still Capture Mode. 

2. Power ON the camera by sliding the lens cover to the left side. 
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3. Locate the Macro slide button on the right side of the camera, and slide it down. 

4. The green LED will light indicating that macro mode is enabled. 

5. View and frame your subject through the color LCD to take your picture. 

6-2d Using the Still Capture Mode Menu 

The Still Capture Menu allows you to select the desired resolution setting, image quality, 
self-timer, white balance, etc. while you're in Capture Mode. Please follow the instructions 
below: 

1 . Press the MENU/OK button ■ in the center of the multi-select button. This will bring 
up the Still Capture Mode Menu. 

2. You will see three items displayed in the LCD screen. The center item is the one 
that's highlighted, and you can use the up and down arrows to select your desired 
setting. 

3. Use the multi-select button to move to the next item, and press MENU/OK when 
you're finished. 

6-3 Playback Mode □ 

The Playback Mode allows you to review the pictures and videos you took with the 
StyleCam Pro. Please follow the instructions below to playback your photos and video: 

1 . Turn the Mode Dial h to Playback Mode 13. 

2. Power ON the camera by sliding the lens cover to the left side. The last image or 
video recorded with the StyleCam Pro will now appear on the LCD screen. 

3. Press the multi-select arrows A I ▼ to scroll through your pictures. 

4. To access the Playback Mode Menu, you can press the MENU/OK button ■ in 
the center of the multi-select arrows. The Playback Mode Menu contains the 
Delete and DPOF features. 

5. Use the multi-select arrow ► and the MENU/OK button to make your selection to 
delete single image, delete all images, and set print mark format in the Playback 
Mode. 

6. Press the left multi-select arrow < to exit the sub menu. 
Special Note: 

• DPOF feature will only work when a memory card is inserted into the camera, and 
has pictures saved on the card. 

• In the Playback Mode, if no image or video is stored on the internal memory or a 
memory card, the LCD screen will display "No image". 

• You can access the Playback mode when the camera is powered to OFF. Press 
the Display button (D once, and the LCD will turn ON, and you can review the 
images and video stored on the memory. To turn off the LCD screen, press the 
Display button again. 

6-4 Movie Mode Ut 

Use the Movie Mode to record digital video (excluding audio) with your StyleCam Pro. Please 
follow the instructions below to capture a digital video: 

1 . Turn the Mode Dial h to Movie Mode tti. 

2. Power ON the camera by sliding the lens cover to the left side. The red LED will flash 
once and the LCD will turn on. 

3. Press the Shutter button once to start recording. (Note: you do not need to hold the 
shutter button while it's recording video). 

4. The LCD screen will show the time elapsed (in seconds) while you're taking the video. 

5. To stop recording, press the Shutter button again. 

Note: the maximum recording time depends on the amount of free space you have on your 
memory card, or on the internal memory. 
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6-5 PC Mode 

The PC Mode allows you to download image/video from the StyleCam Pro to your 
computer. 




Please follow the instructions below to download the images: 

1 . Turn the Dial Mode to PC mode. 

2. Power ON the camera by sliding the lens cover to the left side. 

3. Connect USB will display in the LCD screen. 

4. At this point, please use the supplied USB cable to connect the StyleCam Pro to 
your computer. To transfer images and video, please refer to Section 8 on 
Downloading Images and Video. 



6-6 TV Output Feature 

The TV Output function allows you to view your pictures on a big TV screen instead of a 
computer monitor. Please follow the instructions below to view your pictures on a TV: 




1 . Select the video type designated for your region (NTSC for USA/Canada, and PAL for 
Europe) in the Setup Mode. Please refer to Section 6-1 for detail. Note: you must select 
the correct video output type before connecting the device to transfer the images. 

2. Connect StyleCam Pro to your TVs video output port with a video cable (not supplied 
with this package). 

3. Power ON the camera by sliding the lens cover to the left. Your TV screen should 
display the pictures you took with the StyleCam Pro. 

Note: the LCD screen will not display any image once you connect the StyleCam Pro to an 
image device (e.g. TV). To restore the image on the LCD screen, you need to disconnect the 
camera from the TV output. 
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"7. Software Installation 



7-1 Software Overview 

The StyleCam Pro bundles the following software: 

• StyleCam Pro Mass Storage Driver - easily download the images and videos from the 
camera to your computer. 

• ArcSoft Photolmpression - to edit and enhance your digital still images. 

• ArcSoft Videolmpression - to edit and organize your digital video files. 

• Adobe Acrobat Reader - to view the Owner's Manual, or any other PDF document. 



7-2 Software Installation 

Please follow the instructions below to install the bundled software on your computer: 
StyleCam Pro Mass Storage Driver 

Insert the software CD (included with this package) into the CD-ROM drive of your computer. 
The CD should auto-run. Otherwise, go to Start -» Run, and type "D:\installmgr.exe" (where 
D:\ is your CD-ROM drive) and click OK. The StyleCam Pro Installer screen will appear. Click on 
"Install StyleCam Pro Mass Storage Driver". 




1. From the InstallShield Wizard screen, click "Next" to continue installing the driver. 



InstallShield Wizard 










Welcome to Ihe InstallShield Wizaid lor DSC1 OS 

The I nstdlShidd© Wizard will install DSC108 onyoui 
computer To continue, click Next. 


l>-l .1 Cancel | 



2. The driver will now install and you will see a progress bar. 
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Installs hie Id Wizard 
Setup Status 




DSC1 08 Setup is peffeiis'ing the requested operations. 



In sidling: 

C:\WINDOWS\INF\MS108_2K.inf 



InstallShield 

Cancel 



3. Click "Finish" on to complete installing the mass storage driver. 



I retails hie Id Wizard 




InstallShield Wizaid Complete 

Setup has finished installing DSC"! OS on your computer. 



Please follow the instructions below to continue installing the ArcSoft Photolmpression, 
ArcSoft Video Impression and Adobe Acrobat Reader 



ArcSoft Photolmpression 

1. From the Installer Menu, click on "Install ArcSoft Photolmpression" 




2. Select the language you want from the drop down list and click OK. 
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Choose Setup Language 



Select the language for this installation from 
the choices below. 



liEngjish 



OK 



Cancel 



3. Click "Next" on the welcome screen to continue. 



ArcSoft Photolmpression Setup 



IX 



r ArcSoft 



Welcome to the InstallShield Wizard foi 
Photol mpression 



yd will install i J hot oirnp region <v 
iftSjir^cSWEWler. ToeonBnue,click Next. 



4. Click "Yes" to accept the license agreement and continue. 



ArcSoft Photolmpression Setu| 



License Agiecment 

Please read the following license agreement carefully. 



Press the PAGE DOWN key to see the rest of the agreement. 
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The following is a legal software license agreement between you, the software end user, 
and AicSoft, Inc. Cart =nt hefuie using the product. Using 

the product indicates that you have lead this license agreement and agree to its terms. 

Gran; or License. This license permits you to use one copy of the software included in this 
package on any single computer For each software licensee, the program can be "in 
use" on only one computer at any given time. The software is "in use" when it is either 

Do you accept all the terms of the preceding License Agreement? If you choose No, the 
setup will dose To install Photolmpression. you must accept this agreement 



5. Click "Next" to install the application in your C:\ drive. 



E 



ArcSoft Pliotolmpiession Setup 
Choose Destination Location 

Select -older vviieia Settsp will install rile-s. 



Setup will install Photolmpression in the lollowing folder. 

To install to this folder, click Next. To install to ~, different folder, click Browss and select 
another folder 



CAProgram Frles.WcSnfftPhotol mpression 3 
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6. Select the components you want and click "Next" to continue. 



ArcSoft Photolmpression Setup 




Select Components 

Choose the components Setup will install. 



Selsd the components you want to install, clear the components you do not want to install. 



Photo! impression 3 
/ Creative Contents 



Space Required on C: 
Space Available on C: 

islallShield 



1 47S22 K InstsW Photol repression 



248400 K 
8033056 K 



7. Click "Next" to continue. 



Art Soft Photo Imp region Setup 
Select Program Folder 

Please select a program folder. 




Setup will add program leans ta the Program Folder listed below. You may type a 
name, or select one liorn She; enisling folders list Click Neut to continue 



|ArcSoft Photol repression 3| 
Existing Folders: 



Administrative Tools 
ArcSolt ShowBi: 
Games 
Max-FTP 

Nicrcssoft Orfice Too!;. 
Pro Series 6.5 
SiPix 
Startup 



| NeHt > | 



8. A progress bar will appear, and when it finishes click "Finish" to complete installation. 



ArcSoft Photo Imp region Setup 



InstallShield Wizard Complete 

Click Finish to complete Setup 




Note For Windows 98/98SE Users: you may be prompted to restart your computer. If you 
want to install the ArcSoft Videolmpression and Adobe applications, please ignore this 
message by selecting "No, I will restart my computer later" and click "Finish". Continue to 
install ArcSoft Photolmpression and Videolmpression, and Adobe Acrobat Reader, and 
then reboot your system. 
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ArcSoft Videolmpression 

1. From the Installer Menu, click "Install ArcSoft Videolmpression" 




2. Select the language you want and click OK. 



Choose Setup Language 



Select the language for this installation from 
the choices below. 



E f.aii ■ 



□ K 



Cancel 



3. Click "Next" on the welcome screen to continue. 



ArcSoft Videolmpression ' 


.6 Setup ^ 


/ArcSoft 


Welcome lo the Ins tall Shield Wizaid for 


Videolmpression 




The ::u;afchif? : 'j*wi;^:c wi;: install 'V-ota:?az<i\or: or. 




your computer To coniinue. click Next 






i f|,;..:t • ]j Cancel | 



4. Click "Yes" to accept the license agreement to continue. 
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ArcSoft Video Impression 1.6 Setup 



License Agieement 

Please ssad the following license agreeing carefully 



Press the PAGE DOWN key to see the rest of the agreement. 



1 



The following is a tegs! software license agreement between you. the s 

andAicScifi, Inc. Gainfully read this license agreement before using the product. Using 

the product indicates ihal you h ivi isad ihi lii nae nent and agiee to its terms 

Grant of License This license perm its you to use one cop; 1 of the software included in this 
p^ci.age on any single computer For each software licensee, the program can be "in 
use" on only one computer at any given time. The software is "in use" when it is either 

Do you accept ill thi tarns of thi prei dm g Lie En si Agrei ntl f you chi:n :■ No. the 

setup will close. To install Videol repression, you must accept this agreement. 



5. To install the application in your C:\ drive, click "Next" to continue. 



ArcSoft Videolmpiewion 1 . 6 Setup 



M 



Choose Destination Location 

Select folder where Setup will install files. 



Setup will install Videolrnpiession in the following folder 



To install to this folder, click Next. To install to a different folder, click Browse and select 
another folder 



u.^ui iqiiui 1 1 uiugi 

C:\Prograrn FilesWcSoftWideolmpressionl.G 



6. Click "Next" to continue. 



ArcSoft Video Impression 1.6 Setup 
Select Program Folder 

PI 1 program folder 




Setup will add program icons to the Program Folder listed below. You may type a new folder 
name, or select one from the easting folders list. Click Next to continue. 



|ArcS oft Videolrnpiession 1.E 
Existing Fol ders: 

I Adrnintetiative Tools 
ArcSoft 

ArcSoft ShowBiz 

Games 

Max-FTP 

osoft Office Tools 



Pro Ser 
SiPix 



sG.5 



■E 



U 



7. Click "Finish" to complete setup. 
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deo Imp region 1 . 6 Setup 




In stall Shield Wizaid Complete 

I'lbk Finish re eofdplrMe Ssijjp 




Adobe Acrobat Reader 

1 . From the Installer Menu, click "Install Adobe Acrobat Reader" 




2. Click "Yes" to accept license agreement to continue. 



Please; lead the following License Agreement. Press the PAGF DOWN key ic see 



End User License Agreement 



The following is a legal software license agreement between you, the software and user . 
and ArcSoft, Inc L ait . II" reed this license agreement before using the product. Using 
the product indicates the! you have read this license agreement and agree to its terms. 

Grant of License. This license permits you to use one copy of the software included in this 
package on any single computer. For each software licensee, the program can be "in 
use' 1 on only one computer at any given time. The software is ! 'in use" when it is either 
loaded into RAM or installed into the herd disk or other permanent memory. A special 
license permit from ArcSoft is requited if the program is going \o be. installed on a network 
server for the sole purpose of distribution to other computers 

zl 

Do you accept all the terms or the preceding License Agreement"^ 1 If you choose No, Setup 
will decs. To install ArcSoft Photol impression, you must accept this agreement. 



3. Click "Next" to continue. 
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Welcome to (he Reader 5.0 Setup program, i his 
program will install Reader 5 0 on your computer 



It is i-i ui'igSy recommended that you exit all Windows programs 
before running this Setup program 



Ciick Cancel to quil Setup and then close any programs you 
have running. Click Neat to continue with the Setup program. 



WARNING: This program is protected by copyright law and 
international treaties. 

Unauthorized reproduction or distribution of this program, or any 
portion of it, may result in severe civil and criminal penalties, arid 
will be prosecuted to the maximum e:-:tent possible under law. 



4. To install in your C:\ drive, click "Next" to continue. 



Choose Destination Location 



2£j 




Setup will install Header d.O in the following folder 
To install to this folder, click Newt. 



To install to a different folder, click Browse and select another 
folder. 



You can choose not to install Reader 5.0 by clicking Cancel to 
exit Setup. 



p Destination Folder 

C:\Prograrn FilesWdobe\Acrobat 5.0 



| | Cancel | 



5. Click "OK" to complete setup. 



Information 




Note For Windows 98/98SE Users: you may be prompted to restart your computer. Please 
select "Yes, I will restart my computer now" and click "Finish". 



Note: Please save and close all running programs before restarting your computer. 
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8. Downloading Images Si Video 

8-1 Connecting the Camera to Your PC 

To download the pictures and video from your StyleCam Pro to your computer, you must first 
connect the camera to your computer with the supplied USB cable. Please follow the 
instructions below to connect your StyleCam Pro to your computer. 

1 . Turn the Mode Dial to PC and power ON the camera. 

2. The LCD screen will display Connect USB. 

3. Plug in the smaller connector to your StyleCam Pro's USB port (located on the right 
side of the camera) 

4. Plug in the larger connector to the USB port located on the back of your computer. 

5. Your computer will now detect a new hardware - the StyleCam Pro. 

8-2 Installing Hardware Driver 

When you connect the StyleCam Pro to your computer for the first time, you will need to install 
hardware driver. Please follow the instructions below to install the hardware drivers. 

1 . Once you connect the StyleCam Pro to your computer, the computer automatically 
detects a "new hardware device". 

2. Click "Next" to continue installing the hardware drivers. 

3. You will need to install the "Dual Mode Still Camera" hardware driver. 

4. When the hardware driver finishes installation. Select "Yes, I want to restart my 
computer now" and click "Finish". 



8-3 Downloading Images & Video 

After you installed both software and hardware drivers, you're ready to download and save the 
images and video to your computer. Please follow the instructions below to transfer files from 
the StyleCam Pro to your computer. 

1 . Go to My Computer. 

2. Locate the new "Removable disk (X:)" (Where X: is the new designated Removable 
disk on your computer), and double click to open it. The Removable disk may be "(D)" 
or "(E)" depending on how your computer is setup. 

3. Double click and open the folder "DCIM" 

4. Double click and open the folder "100FSCAM" 

5. Your digital pictures and digital video show appear in this folder. 

6. Select the image(s) and video(s) that you want to save on your computer. 

7. Drag and drop these files into a designated location on your hard drive. You can also 
use Copy & Paste to save the files from the camera to your computer. 



8-4 Viewing Images & Playing Video 

Using ArcSoft Photolmpression 

You can view your photos using ArcSoft Photolmpression. Please follow the instructions 
below to view the images. 

1 . Open ArcSoft Photolmpression; go to Start Programs ArcSoft ArcSoft 
Photolmpression 3 -> Photolmpression 3. 

2. Click on "Get Photos" button located at the top left corner of the Photolmpression 
screen. 

3. Click on "From Folders" on the bottom of the screen, and use the "Browse" button to 
locate the images you have saved on your computer. 
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4. The pictures will display in thumbnail format on the bottom of the screen. Click the 
green OK button to view the picture in full size. 



Using Windows Media Player 

You can play your digital video with Microsoft Windows Media Player. Please follow the 
instructions below to play video with the Media Player. 

1 . Open Media Player; go to Start -> Accessories -> Entertainment -> Windows Media 
Player. 

2. Select "File -> Open" from the top menu bar. 

3. Locate your saved video and click OK. 

4. Your video should now play in Windows Media Player. 
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How to Take Good Digital Pictures 

Taking Pictures On Sunny Days 

When taking pictures on a bright sunny day, make sure your subject is facing the sunlight and 
not standing back to the sunlight. Standing back against the sunlight may cause dark faces 
and comparatively more exposed background. 

Avoid having the sunlight to shine from the side of your subject because it may create a 
shadow across your subject. 

Avoid taking a picture of an area where the sunlight is being reflected (e.g. shinny metal) or 
the sunlight is very strong (e.g. yellow may look white in direct sunlight). 

When taking pictures in high-contrast lighting (extremely bright areas with extremely dark 
shadows), the camera can only expose one of the areas properly. To ensure that the subject 
receives the proper exposure, position the subject such that most of the subject is illuminated 
evenly (all dark or all bright), and try to fill the picture with as much of the subject as possible. 



Taking Pictures Indoors 

When taking pictures indoors, make sure there is not a bright light source (sun, window, 
lamp) in the picture or behind the subject. The presence of a bright light source in the image 
or behind the subject may cause your subject to be improperly exposed. 

Remember to use the flash when taking pictures in a setting that does not have sufficient 
lighting. For example, insufficient lighting is in a room with only tungsten light, or on a dark 
cloudy day. 

When taking photos in low light, the camera requires more time to take a picture. Because of 
this, it is possible for the image to be blurred by either camera movement or subject 
movement. To avoid camera shake, place the camera on a tripod (or table using the 
tilt/swivel base) when recording images of stationary subjects, or instruct your subject to 
stand very still when recording images of people. The best solution, however, is to increase 
the level of ambient lighting, if it is possible. 

How to Avoid Blurry Pictures 

Hold the camera steady when you take a photo. It helps to rest your hand or elbow on a still 
object (ex: car, railing, table) to keep the camera still. 

When taking still shots, make sure your subject is not moving. 

When taking digital video, hold the camera steadily and move slowly to avoid blurriness and 
shaking in the video. 



Sufficient Lighting 

The Video mode on the StyleCam Deluxe is optimized for recording video in good lighting 
conditions. Make sure you have sufficient lighting in the area where you want to take a video 
clip. For indoor settings, it is good to have a bright lamp to illuminate the room so that you 
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can capture as much detail as possible, and that your subject will not become too dark in the 
video. If it is daytime, make sure there is enough natural sun light in the room. Open windows 
and turn on lights to ensure adequate lighting. 

Taking video in dim lighting conditions can lead to poor quality video or a decrease in frame 
rate. We suggest trying different lighting levels before trying to take video that will be very 
important for you to keep. This way you will know if you need more light before losing that 
special clip. 



Hold the Camera Steady 

The StyleCam Deluxe is very compact and light-weight and it is important that you hold the 
camera steady when recording a video. Jiggling the camera or moving fast with the camera 
may cause the video to blur or to shake. 

For better video quality, we recommend that you use a tripod and place the tripod with the 
camera on a flat surface. 

Change of Light Source 

When capture a video, the camera needs time to adjust to new light source. The camera may 
not change light metering if you move from one area to another. For example, if you want to 
take a video from a darker setting (e.g. inside a room) to a brighter setting (in the backyard), 
we recommend that you end the video first, and then start another clip. This would give the 
camera a chance to adjust to the new light source. 

Proper Use of Camera 

It is important that you understand how to use the camera completely before capturing a 
video. When starting the video clip, press the shutter button slowly and firmly. Pushing it fast 
will lead to the first few seconds of the video to become wobbly while you adjust the camera 
into the proper position. 
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Product Specifications 



Image sensor 


1.3 million pixels CMOS sensor 


Internal memory 


8MB flash memory 


Image resolution 


Superfine Fine Economy 
1600x1200* 1280x1024 640x480 


Image capacity ** 


Superfine Fine Economy 
14 20 80 


Video resolution 


320x240 


Maximum video 
length 


Dependent on available memory 


Video frame rate 


Up to 25 fps 


Lens 


F=8.5mm 


Focus 


Auto focus 


Lens aperture 


F3.5 


Normal focal length 


23.6" (0.6m) ~ infinity 


Macro focal length 


7.9" (0.2m) -23.6" (0.6m) 


Zoom 


2X continuous digital zoom 


Shutter speed 


Va ~ 1/2000 seconds 


LCD 


1.5" TFT color display 


Flash 


Auto, off, red-eye reduction 


Self-timer 


10 seconds 


Exposure 
compensation 


+/- 2EV in Vz increment 


White balance 


Auto, sun, tungsten, fluorescent 


File format 


JPEG (still), AVI (video) 


DPOF 


Yes 


Date/time stamp 


Yes 


Power source 


2 x AA alkaline battery (or optional rechargeable) 
USB BUS-powered 


Video output 


NTSC/PAL 


Computer interface 


USB v1.1 mass storage 


Camera dimension 


3.2 oz. (100g) without batteries 


Camera weight 


3.7"x2.2"x1 .5" (93x56x38mm) 


Support OS 


Windows 98/98SE/ME/2000/XP 



* On camera interpolation from 1.3MP 
** Based on 8MB internal flash memory 
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Troubleshooting 



If you encounter problems with your StyleCam Pro please refer to the following help guide 
to troubleshoot your camera. 



Symptoms 


Problems 


Solutions 


1 cannot upload images 
to the PC 


Connection 
failure 


Check to ensure that all 
connections are secured. 


My computer cannot 
detect the StyleCam 
Deluxe 


USB connection 
failure 


Check your Device Manager in 
My Computer. Or use the USB 
Doctor program provided by 
the SiPix Technical Support. 

GO tO www.sipixdiqital.com/support. 


1 get a blurred image 
when uploading my 
images to my 
computer. 


There may be a 
momentary 
delay between 
pressing the 
shutter button 
and the actual 
exposure. 


Hold your StyleCam Pro 
steady to take a picture. The 
second beep indicates the 
exposure is completed. 


My computer cannot 
detect the StyleCam 
Pro. 


USB connection 
failure. 


Use the USB Doctor program 
provided by the StyleCam Pro 
to fix USB connection failure. 
Insert the software CD into 
your CD-ROM drive, go to My 
Computer, and double click on 
D:\ (where D:\ is your CD-ROM 
drive). Open a folder called 
"Utilities"; the USB Doctor 
program is located inside this 
folder. Double-click on the USB 
Doctor icon to execute the 
program, and follow the on- 
screen instructions to use the 
application. 



For further technical assistance please visit our technical support website at 
www.sipixdigital.com/support 
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One Year Limited \A/arranty — USA S. Canada 

SiPix, a Foxlink Peripherals, Inc. brand, warrants this hardware product against defects in 
material and workmanship for a period of one year from the original date of purchase as identified 
on the proof of purchase (your receipt). It is the end-user's responsibility to make certain this 
product is in working condition with the intended computer system within the one-year warranty 
period. 

These are the sole remedies and SiPix's sole liabilities for performance or failure to perform of the 
product. SiPix reserves the right to change its warranty policy at any time for all products 
distributed after the date of such change in warranty. Except as set forth above, all other 
warranties whether express or implied, including but not limited to, the implied warranties of 
merchantability and fitness for a particular purpose are hereby excluded. 

SiPix shall not be liable for incidental, special or consequential damages arising out of or related 
to the use or performance of the product, including, without limitation, loss of data or use of data 
processing facilities or equipment, regardless of whether SiPix may have been advised about the 
possibility of such damages arising out of use of the product shall be limited to the amounts paid 
by purchaser for such product. 

This warranty is only valid within the boundaries and territories of the USA and Canada. SiPix is 
not responsible for costs incurred due to shipping, insurance, customs, or duties. SiPix is not 
responsible for non-traceable packages or packages shipped without a valid RMA number on the 
outside of the package. 

This warranty does not apply if the product has been damaged by an accident, electrical fault, 
through misuse or abuse. If the product has been altered without written authorization from SiPix, 
the warranty will be void. 

This warranty applies only to hardware products manufactured by or for SiPix. Warranted 
products must bear the "SiPix" brand name, trade name, or logo. The aforementioned warranty 
and remedies are exclusive, and in lieu of all others, whether oral, written, expressed or implied. 
SiPix specifically disclaims any and all implied warranties of merchantability and fitness for a 
particular purpose. 

SiPix is not responsible for incidental or consequential damages resulting from any breach of 
warranty. SiPix is not responsible under any other legal theory, including, but not limited to lost 
profits, and any cost of recovering reprogramming or reproducing any program or data stored in 
or used with SiPix products. 
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\A/arranty Service — USA & Canada 



If your SiPix product needs to be returned for repair, you must contact SiPix technical support 
prior to shipment for an RMA number before sending in the product. The RMA number is a 
Return Merchandise Authorization number. SiPix will refuse all shipments without a 
proper RMA number. The RMA number MUST be printed on the outside of the original shipping 
carton in large print written in black ink next to the shipping label. Failure to properly pack 
shipment could cause serious damage to the product and void the warranty. 

Should any defect(s) be discovered, the product may be returned to SiPix with a valid RMA 
number. If you are returning product for repair, please be sure to do the following: 

1. Call SiPix Customer Support Mon-Fri during regular business hours at 510.651.9199 and 
obtain an RMA (Return Merchandise Authorization) number. 

2. Print your RMA number on the OUTSIDE of the original shipping carton in large print 
written in black ink next to the shipping label. 

3. Include a copy of the bill of sale with the returned product. 

4. Unless otherwise instructed, do not return any manuals or software when returning items 
for repair. 

5. Ship to SiPix via a traceable shipping method and retain the tracking number. 

Note: This product is intended for use only within the boundaries and territories of the United 
States and Canada. If you purchased this product in Mexico or South America and need 
assistance or repair, you must contact your originating reseller for service and support. SiPix, 
Fremont CA, will not accept any shipments from outside the boundaries and territories of the USA 
and Canada. SiPix often bundles many different third party software options with its products. If 
any of these options were ordered with your SiPix product and they appear to be missing or 
incorrect, contact your reseller immediately. 
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Technical Support — USA S, Canada 



SiPix provides technical support at no cost during the one-year warranty period. Users with 
questions or concerns of a technical nature should first refer to the product manual, as usage and 
troubleshooting information is provided in detail. For additional information or assistance, users 
should visit the SiPix Web-site, as tutorials, updated drivers, frequently asked questions and 
news updates are available, www.sipixdigital.com/support 

Should you require further assistance, you may contact SiPix technical support representatives 
by calling 510.651.9199. 

SiPix Technical Support is available from 8 AM to 6 PM PST, Monday through Friday, excluding 
holidays. 
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